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your solution
for VDI cabinet
design

B You select from a list the products to be included in your VDI cabinet, you arrange
them, and then the software automatically determines a suitable enclosure
and a preview of your cabinet, produces the equipment list and creates a complete folder
of your design...

And as all the changes you make are taken into consideration immediately, designing
your VDI cabinets with is simplicity itself.

Business software

2

WARNING/DISCLAIMER

It is required that the software for low current distribution is used within the prescribed Code of Practice of the applicable Standards Authorities.
Legrand will not be held responsible for any non-observance of these basic principles. This software is protected by copyright law and international agreements.
Any reproduction or distribution of the software, in part or whole, by any means whatsoever, is strictly prohibited. Persons in contravention of this law are liable
for prosecution and penalisation in accordance with the law. Copyright Legrand 2010
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Installation

GETTING STARTED > Installation and start-up > I.

Return to Contents

Installation and start-up

A. Hardware and software
requirements

M Intel Pentium IV processor or equivalent running
Windows 2000, XP, Vista or Windows 7.

W 512 Mb of RAM recommended.
B Recommended minimum resolution 1024 x 768.

B. Installation

- Close all open applications.
- Double-click on the installation program icon.

- Follow the instructions in the installation program
which starts automatically.

To start LCS PRO?, double-click on the icon located
on the desktop or select LCS PRO? in the menu:

Start > Programs > Legrand > LCS PRO?

A window will then prompt you to start a new study.
Simply click on the Confirm button.

Study E

Mew shudy
EE| & Mew study

Ewisting ztudy. ..
‘j " Open an existing study

ven Other...

_"_—] CALEGHLES-ProtwiriMes EtudestMowvelle Stude wdi
_"_—] CALEGHLCS-ProtWiMes Etudez Mew study.wdi

51 CALEGHLES-Protwiribes Etudesh12-12-2009.vdi

a Caonfim 8 Cancel

If you have already used LCS PRO?, you can open
one of the last 4 previously saved studies by
doubleclicking on the name of the required study in
the list.

Double-click on the line... Other to open a study that
does not appear in the list, and specify its location in
the standard dialogue box for opening a file. When
you have made your choice, click on the Confirm
button to continue running LCS PRO?
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Study properties : New study

Study properties Study content:
Mame: [1] [ ew cabinet | Hame: [8] New cabinet 1 (D]
Cantract number: || [2] [rate: |—4|
Date: | mai .02 fewier 2010 [ 3] =] Author [9] T
Participant

[7] .!aNew cabinet

H‘i Use &3 curent cabinet

[4] " Add participant

Customer

[5] Business name
[10] e

‘A] Delete logo

[6] @Eustnmar's company logo a Confiim

If you create a new study, the Study properties window opens so that you can enter information concerning the
study and the VDI cabinets it contains (a study contains at least one VDI cabinet).

Le study name [1] will be allocated when you first save the study (see page 9).

For the study, you can:

- Allocate a contract number [2]

- Choose the creation date [3]

- Specify the various participants [4]

- Specify the customer [5]

- Choose the customer’s company logo [6] (BMP file).

In the study content part, you can add new VDI cabinets [7] and for each cabinet:
- Give it a name [8]
- Specify the author of the study [9]

Finally, button [10] gives access to entry of the author of the business and the selection of a logo.

(3]

Start-up

GETTING STARTED > Installation and start-up > II.
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LCS PRO? at a glance

The modular design of LCS? PRO makes it flexible and intuitive to use.

Each module performs a specific task and interacts with the others.

You can choose various different ways of working, to suit your preferences and habits:
the operations follow on logically after one another.

011101010110101000011001010010101001011001010010100100010100010001010110101010101001001001010101101101101110010C

Synopsis

El o afmpts BTG

H E Synopsis

o~

GETTING STARTED > LCS PROZ at a glance

[
—— Parts list
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Fe®l
Lﬁ Enclosures

GETTING STARTED > LCS PRO? at a glance ~3

E VDI cabinet summary
Eg Project summary
F'L Printing folder

— page 40, 45, 48
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Introduction

GETTING STARTED > The LCS PROZ interface > |I.

Return to Contents

The LCS PRO? interface

TITLE BAR: MENU BAR: GENERAL TOOLBAR:
name of the study and see the following pages see page 11

name of the current

cabinet

W: New study - New cabinet 1
Study  Cabinet View Synopsis 7

el Dde | axe a4+

Sl \g

~ EER L e

o llearand 2001-2008 - LCS-Pro Frendh Yersion 2.1.09 - Enalish  peady

MODULE BAR: WORK AREA:
see page 11 module being used
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A. Study Menu I e i
B New: starts a new study. = ?::

If you have made changes to zm;‘mmm&m
the current study, :

LCS PROZ prompts you to dluisics

save them and then opens e

the Study properties oot cshmete .

(see page 5). -~

M Open: opens an existing e

study. Once you have 212-12:2007.95

3 Mairie Lorient, v

saved any changes made i

to the current study, you
must select your file in the
standard file-opening window.

Exit

l Save: saves the current study. When you first save
the study, the standard Save window opens so that
you can name the file (this name becomes the name
of the study). The default location offered for saving
the file is the My Studies folder in LCS pro? but you
can choose another location.

M Save As: saves the current study under another
file name and/or to another location.

M Configure automatic save: enables you to choose
how often the file will be automatically saved.

M Properties: opens the Study properties window
which is used for setting the parameters of the study
in the same way as for a new study (see page 5).

M Group printing: opens the Select documents to
print by VDI cabinet window, which will be described
in detail in the section on the use of the printing
folder module (page 48).

M Print Setup: opens the standard window for
selecting the printer and paper.

Lllegrand

B Import cabinets...: adds one or more cabinets
from another study to the current study. The Open
window is used to select the study containing the VDI
cabinet(s) to be imported.

Quyrir @
Regarder dans: | () My Studies M =l g
Ooplerre;
%] 12-12-2007..vdi
| Exemple DOC.vdi
=] Mairie Lorient, vdi
| Mairie. vdi
#| Test LCS. vdi
Nom dlu fichier : | [ |
Fichiers de type : |LES Pro fies vdi) ~| Annuler
2

The Import window is then used to select, in that
study, the VDI cabinet(s) to be imported. The VDI
cabinets you want to import must be transferred to
the right-hand pane [1] using the buttons [2].

Name: | Author. | Created ... [ Amended ... | Name: | Author. | Create.. [ Amen... |

Main distibution block 18/12/2... 10/03/2008 >
Floor distribution block 1912/2.. 10/03/2008 [ 1 ]

j

g oK m Cancel

The 2> button transfers all the VDI cabinets, while
the " button transfers only the selected VDI cabinet.

If you make a mistake, the VDI cabinets can be
transferred back to the left-hand pane using the <
or [¥. buttons. You can also transfer a VDI cabinet
from one side to the other by double-clicking on the
relevant line.

Clicking on the OK button imports the selected VDI
cabinets which are then added to the content of the
current study.

0

Menu bar

GETTING STARTED > The LCS PROZ? interface > II.



GETTING STARTED > The LCS PRO? interface > Il. Menu bar 8 ‘
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M Export...: exports the preview and the summaries
in various file formats (see the modules concerned).

M The last 4 studies opened can be accessed
directly.

M Exit: exits LCS PRO? after prompting you to save
the current study.

B. VDI Cabinet Menu

View Synopsis ¥

o | 2 Mew...
Duplicate current cabinet

C

on )( Delete
@' Zurrent cabinet properties
Skate of the cabinet

Cabinet

9 A |9

Zahinet infarmatic

Mew cabinet 3

M New...: opens the Cabinet properties window to
create a new VDI cabinet in the current study.

M Duplicate current cabinet: automatically creates a
new VDI cabinet identical to the current VDI cabinet.
The default name of this new VDI cabinet is “copy
of” followed by the name of the current VDI cabinet.
To rename it, select the Current cabinet properties
option in the same menu.

M Delete: deletes the current VDI cabinet. This option
is only active if the study includes more than one VDI
cabinet.

H Current cabinet properties: opens the Cabinet
properties dialogue box (see page 5).

M AlL VDI cabinets in the current study can be
accessed directly. The current VDI cabinet is ticked.

C. Display Menu

Study  Cabinet m Synopsis T

+ | ﬁ +  Toolbar . = A )
|| ¥ Stakusbar I
Communication % Module bar

% Synops

Active module ¥ [

M Toolbar: displays/hides the toolbar. The meanings
of the icons are given opposite.

M Status bar: displays/hides the status bar.

M Module bar: displays/hides the module bar.
The module bar is described on the next page.

The module bar can be hidden in order to
increase the work area: “Display menu > Module
bar” or @ icon in the toolbar. To display it again,
repeat the procedure.

D. Specific Menus

One or more additional menus may be available,
depending on the module in which you are working.
The menu titles depend on the module currently in
use. Their functions will be described in the relevant
module sections.

E. ? Menu

This is used, among other things, to access
information on the installed version of the LCS PR0O?
software.
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The toolbar contains a series of icons that provide
quicker access to certain functions:

Display/hide the
module bar

Direct export Print the
current document

Open an existing Delete the current
study VDI cabinet

oDEHe axp a4l

Start a New study Create a new VDI About: gives the
cabinet help details, the
software version
Save the Current cabinet  and the key
current study properties

For a detailed description of these functions, refer to
Menu bar on pages 9 and 10.

The “Print” tool |=J does not open the “Select
documents to print” window. It only works with
the Preview, Summary and Project Summary
modules and initiates printing of the document
shown on the screen.

Lllegrand

The module bar has a series of icons enabling access
to the different modules of LCS PROZ

___ SYNOPSIS MODULE:
assisted design of a complete infrastructure

___ PARTS LIST MODULE:
choice of products contained in the VDI cabinet

___ ENCLOSURES MODULE:
choice of enclosure to house the products of the VDI cabinet

___ PREVIEW MODULE:
preview and modification of the layout

VDI CABINET SUMMARY MODULE:
— summary, costing and purchase order for the current VDI
cahinet

PROJECT SUMMARY MODULE:
" grouping together and management of all the VDI cabinets in
the study

___ PRINTING FOLDER:
— grouped printing of documents

The use of each module is described in detail later in
the manual.

—
-_

Module bar

GETTING STARTED > The LCS PROZ interface > IV.
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Synopsis

LCS PROZIN PRACTICE > The Synopsis module > I.

Return to Contents

The Synopis module

The Synopsis module will guide you in automatically defining the catalogue numbers that make up
the VDI cabinet and help you in choosing their characteristics. It enables you to build a complete
system easily by automatically generating the additional items (blanking plates, feedthroughs,
power supplies, cords and cables) according to your choices.

When opening the synopsis module the first standard VDI cabinet is created by default.

: New study - New cabinet 1
Study Cahiret View Synopsis ?

[+ D2deaXP|& 4|0

” DB %x%x S S = = () Network Infrastructure

~

| Printing folder

<

jo Legrand 2001-2009 - LCS Pro French Yersion 2.1.09 - Enalish_peady WM

The synopsis interface allows you to build a complete infrastructure of VDI cabinets linked together by fibre
backbones (vertical] or copper backbones (horizontal and vertical).
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The toolbar features a series of icons that enable quicker access to a certain number of functions.

RETURN TO DEFAULT ADD A PAGE
SYNOPSIS

Z0OM IN OR OUT

@ 14 c;'sx ff,*ux %sx E‘ux %ﬂx =" ]__,_ tj} Hetwark. [nfrastructure
1 1 1
ACCESS SYNOPSIS MODULE DELETE A PAGE OPENS A PDF DOCUMENT ABOUT
CONFIGURATION STANDARDS AND ARCHITECTURE

FOR STRUCTURED CABLING SYSTEMS

-
w

Toolbar

LCS PROZIN PRACTICE > The Synopsis module > II.



n

Assistant

LCS PRO2 IN PRACTICE > The Synopsis module > III.

Return to Contents

Right-click on the cabinet then on Assistant to open

the assistant window.

The Assistant module window consists of 2 folders.

Wizard. ..

Management of copper backbone
Management of optical backbaone

Use as current cabinst

Duplicate this cabinet
Color of the cabinet
Order areas of the cabinet

Properties

A. Horizontal cabling

M Area [1] shows the various terminal outlets
(telephone resources, sockets on standby, computer
resources). You must select the number of outlets
necessary for each type.

M Area [2] is used to select the range, colour and
number of modules of the terminal outlets.

M Area [3] is used to select the active products
(Wi-Fi, Switches) outside the enclosure.

M Area [4] is used to define the performance of the
cables, their shielding and the length of the links.

Horizortal abling | Active companents |
Nunber o terminal outet LS urit performance:
Totalteminal et [1 ] 0 = - ‘
i
Includes resaurces phane o = v
Cat 5 Cat 6 Cat B
Inclues sockets on stancby P =
Data resaurees (including IP elephony sockets) Cable shiskding © UnTP
@ FATR
Type of teminal outlet [MossicPogam - Whis -2Mod =] [ 4] © SFATP
— \
| -
s i ?>
LULL
[21 |
[T Link length (e
IL_ s Min 10
i n @ o o
ko
Length of cable caeuistedt 0
WiFi access paint [a/b/g) [3] o =
 Manageable -
Flush-mourted Mosaic suitch o
 Stand-aone =
8 Clase p| New a Fiish
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B. Active components

Harizontal cabling Active companens |

[3]

I Swiches present Server depth (mm)

!

Min. 600 Max. 1000

00

eight o leave fieein U
[ 1 ] Remember to include 11 swich height per quantty of 48 ports,

I Servers present

Height toleave fiesin U

A

I Other hardnare present

Height to leave fies in U

I PABK presentin the enclosure

Height toleave fiee:in U

I Firedlfitied shekves

Number of Shelves

Adding 2P+ power suppl sockets [ 2]

Rumber of 2 P4 power suppl sockets

ldd dd

Close N o a Finish

M Area [1] is used to define the various types of
equipment (Switches, Servers, PABX, Fixed fitted
shelves) and how many of them in order to reserve
space and provide power for them.

M Area [2] indicates the number of 2P+E power
supply sockets.

M Area [3] is used to define the server depth.

Summary of the rules for calculating the space
to be reserved for a switch:

Number of Switch height in U
computer ports
1to 48 !
48 to 96 2

C. Preview

Lllegrand

The synopsis grows as you add or modify components.
A green tick shows you have used the assistant.

Srlew cahinetd

-
(3]

Assistant

LCS PRO2IN PRACTICE > The Synopsis module > III.
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Creating a cabinet

> The Synopsis module > IV.

LCS PROZIN PRACTICE

Return to Contents

Right-click on the page background to create a new The synopsis automatically updates and the
cabinet. information can be seen on the cabinet.

new

L Cabinet 3

You can assign the cabinet a name, a position and
define the number of the plane on which it is located.

Cabinet properties

Cabiret

W ame: ICabinet 1

Date: | madi .02 tévier 2010 =1
Author: |

Place of the cabinet IDesk 1

Mumber of plan I‘I

Revision index

al B | =

D | E | F
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A. Copper backbone

Right-click on the initial cabinet, then on Manage
copper backbones to define your horizontal and
vertical links.

L Cabinet 4

() Management of copper backbone

) Management of optical backbane

Use as current cabinet
% Delete this cabinet
“ Duplicate this cabinet
Color of the cabinet
! Order areas of the cabinst
B
The Copper backbone management window opens.
| oo | LSS ekl
N°1: New Copper Backbane
ks e
Nurber of cables per backbone [2] = | o G
:
Link length
Min 10 J— M
....... B
&
[8] coomoiee 1w

Lllegrand

B. Optical backbone

Right-click on the initial cabinet, then on Manage
optical backbones to define your vertical links.

L cabinet 34
b informatic (48

() Management of copper backbone

Use s current cabinet
< Delete this cabinet
% Dupicate this cabinet

) Management of optical backbone

g Color of the cabinet
LCS B i Order areas of the cabinet
MNew Copper Backbone
LCS 6A S/FTP = Properties
[ oo |
The Optical backbone management window opens.
Management of optical backbone @
Add | Delete | ot
TR OREE — otimetione CrEr— . [3]
Backbone Topology L (high density)
Target o the Bockbons [ 1 ] G
[Newcabinet 1 = CsT
R ——
.
[2] e v Except  optng fo a talor made apticalrk
62,5/125ym OM1  50{125ym OM2  50/125um OM3 9/125um 051 &
:
= . ) ) .
12FO. 1 0 0 0 d
G o o o O 1| T Adowforjumpers
ol strands coclat 12 o o o R
8 Close a Finish

M Area [1] is used to select the target of the
backbone selected.

M Area [2] determines the number of backbones and
the number of cables associated with each backbone.

M Area [3] is used to define the performance of the
cables, their shielding and the length of the links.

M Area [1] is used to select the target of the
backbone selected.

M Area [2] is used to indicate the number of optical
strands arriving at the enclosure according to the
type of optical fibre.

B Area [3] is used to define the optical units by
choosing their type and the associated optical
connectors.

-
~

LCS PRO2 IN PRACTICE > The Synopsis module > V. Managing copper and optical backbones



-
(o]

LCS PROZ IN PRACTICE > The Synopsis module > V. Managing copper and optical backbones

Return to Contents

C. Preview of backbones and

cabinet management You can move any cabinet - its links and

The synopsis automatically updates and you can view equ_ipment are kept as such and move with the
the infrastructure. cabinet.

wesen
opic e Copper Backbone
LeSERSFTe [
Hew Copper Backbone

LeSERSFTe
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A. Cabinet menu

Right-click on a cabinet to access the cabinet
management properties.

::1
I §

" Cabinet
I—.

Uralculated 3 # H
3 : Foalculated 344

ff wieard..,

() Management of capper backbane

) Management of optical backbone

Use: &s current cabingt

Delete this cabinet
tical Backbane Duplicate this cabinet

Opical
Color of the cabinet:

B X

Leseh

Hew Copper Backbone I Order areas of the cabinet
LES B4 SFTP

i

Froperties

Eew tabmea

M Use as current cabinet: use this tab to set the
main cabinet used as a starting point for the whole
installation.

M Delete cabinet: use this tab to delete a cabinet
from the infrastructure.

M Duplicate cabinet: use this tab to create another
cabinet identical to an existing one with the same
equipment.

l Cabinet colour: use this tab to customise, identify
and set a hierarchical order for the cabinets in a
project.

New Optical Backbone -
o

ical

Optical Backbone
Optical

Lcsen

Mew Copper Backbone

Lllegrand

Il Cabinet section order: use this tab to organise
the various elements constituting your VDI cabinet
according to different defined sections (telephone
input, end socket patching, active equipment, copper
backbone, optical backbone and power supply).

Areas order within enclosure

Use the up and down anows to move items from the list below

Optical backbone

: —
Copper backhone o o
Phane-in
1
patching
Active products -

power supply management

I™ Use this order for future studies

a Fistun to the default order a 0K 8 Cancel

B Properties: use this tab to assign the cabinet a
name, a position and to define the number of the
plane on which it is located.

-
0

Cabinet management

LCS PRO2IN PRACTICE > The Synopsis module > VI.
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Cabinet management

LCS PROZ IN PRACTICE > The Synopsis module > VI.

Return to Contents

B. Configuration synopsis module

In the toolbar, click the

Copper links

Style features

Style information

Details Lire 1:
Lire 2:
Lire 3:

Cabiret text

v “iew the location of cabinet.

v Dizplay the state of the wizard.

Text information

icon to display the configuration window for the synopsis module.

Configuration of synopsis Module

Tahama

|Eategor_l,l

|Backb0ne name

|Eategor_l,l t Shielding

I¥ Show if the cabinet was calculated.

Arial

Ll Lef L

Optical links

Style features

Style information

Details

Line 2

Line 3

Line 1:

Tahoma | *

|Backb0ne rame

| Backbone Tupe

|D0 not show

a 0Ok

Ll Lef Lo

m Cancel

You can manage line styles, colours and fonts used on the design interface and the display method

for information texts.

Configuration of synopsis Module

Copper links

Style features

Style information

Details Lire 1
Lire 2:
Lire 3:

Cabiret text

I¥ “igw the location of cabingt.

¥ Dizplay the state of the wizard.

Text infarmation

Tahoma

Optical links

Style features

Category

Backbone nar =
—

|Eategor_l,l t Shielding

¥ Show if the cabinet waz calculated.

Arial

Calor Style information
— Thickness#» )
—— Lime 1:
Dash
— Line 2
Line 3

Tahoma | w

|Bac:kl:u:ne nanne

| Backbone Type

|D0 not show

Ll Lef Lo
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VI. Cabinet management (cont.) 21
C. Network infrastructure :
In the toolbar right-click on to display the network infrastructure window. E

15

e et bt et ol ST o= TIP °

Double-click on an equipped cabinet for direct S

access to the parts list and to view the list of its
equipment.

e cabinet is empty, the assistant is displayed
, .
e

Mormac SCYIEC 116012 4 1 ¢ EN DIV o —

Mormas SOIEC 147431 2

Marma SOpEC 10m10

Merma k06
* Recommandatonspour arepérags des compasants daciblage

ENTITES DE CABLAGE DEFINIES PAR LA NORME S0 11801

LCS PROZIN PRACTICE > The Synopsis module > VI.
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Introduction

LCS PROZ IN PRACTICE > Parts List module > 1.

Return to Contents

Parts List module

The Parts List module is used to add the products making up the VDI cabinet, by selecting their

characteristics.

The Parts list module window has 4 panes.

[1] [2] [3114]

M Pane [1] shows all the products that may form
part of a patch panel. They are classified by families
and subfamilies. To display the content of a family,
click on the [# sign to its left . Click on the [=] sign to
hide it again.

M Pane [2] displays the products arranged in

the order in which they were entered, grouping

the accessories or the area of positioning in the
enclosure under the main product. To display the
accessory products or the areas, click on the [#] sign
to the left of the main product. This list is described
as active as it can be used to make modifications.

B Pane [3] displays the quantity entered
automatically by the Assistant.

M Pane [4] displays a quantity that you can modify
and which will be used in the remainder of the
software (see page 26).

NB: A standard list can be displayed by ticking the

corresponding option in the Parts list menu in the
menu bar.

The colour helps to identify the products.

Blue:
main product

Red:
accessory or
positioning area

Violet:
product positioned
outside the enclosure

- m Management panel 19" - 1 U - 2 axes
m Telephane unit - for patch panel to be equipped - § RJ 45 - 4-5/7-
= W Blanking plate - for patch panel
.W Patch unit - for patch panel to be equipped - Cat.6 - 4 RJ 45 conr
B Management panel 19" - 1 U - 2 axes
B Power over Ethernet (POE) injectors - 2 inputsf2 outputs
=1 Elanking plate - for patch panel
W patching area
B/ Optical fibre unit - for patch panel - SC unit for 4 multimode fibre
=1 B Blanking plate - for patch panel
W Optical backbone area
I Fibre optic management panel 19" - for optical fibre jumper - 2 U/
B Fixed shelf - for %L VDI 19" wall mounting cabinets - 1U - depth 2
B siot for Switch 1U
m Management panel 19" - 2U - 2 axes
'\ Power supply unit 19" - French std - 6 x 2P+E sockets

- . Mosaic prog. RJ45 socket - Cat, 6 FTP - 9 contacts - 2 modules -

m Mosaic prog. Wi-Fi access point - dual-band

Study Cabinet View NELEIEN ?

o QFH{” Display the standard list |

You can display or hide the second column by
clicking on “Display the standard list” in the
Parts List. Uncheck to hide.
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A. Characteristics selection

windows

Selecting a subfamily in the first pane will open a
window showing the characteristics and options

for this type of product and its accessories. This
window is different for each subfamily. However,

the list of catalogue numbers corresponding to the
characteristics and options selected is always shown
in the bottom Lleft-hand corner. The &2 and £3 buttons
are used to adjust the quantity of products with
identical characteristics and options that you want to
add to the composition of the VDI cabinet.

Click on i Add to confirm, then on E3 Close to
change product type.

B. Examples of selecting products
1. Selecting a copper LCS unit

In the first pane of the Parts list window, open the
Bloc/Panel family.

The units are divided into several subfamilies:
- Data Bloc/Panel
- Telephone Bloc/Panel.

Select the Data Bloc/Panel subfamily.

[5]

6] o

Lllegrand

The characteristics selection window is divided into
several parts.

B Column [1] relates to selection of the row type;
here the selection is LCS unit. By default, a standard
image is displayed [6].

B Column [2] corresponds to the category selection.

M Column [3] is used to select the structure type.

To ensure consistency of mounting with earthing, it is
essential to select the same category for the unit and
the panel to which it will come. For example:

1 FTP unit for mounting on 1 FTP panel.

M Area [4] is used to pre-position the unit, at the
correct location, in the VDI cabinet.

B The summary [5] displays the catalogue number
of the main product and all the catalogue numbers
of the associated products in accordance with your
selections.

The various options must be chosen in the order in
which they are presented (from left to right and from
top to bottom). You must therefore start by choosing
the row type, the category, then the structure and
finally the area.

The options offered in each column vary depending
on the choices made in the preceding columns: they
are an exact reflection of the Legrand offer.

N
w

Selecting products

LCS PROZ IN PRACTICE > Parts List module > II.
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LCS PRO2 IN PRACTICE > Parts List module > II.
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2. Selecting an optical fibre LCS unit

Open the Optical Products family and select the
Optical unit subfamily.

Selection of the characteristics always starts with
the type of connector, and then the number.

This is followed by fibre type and choice of mounting.

3. Selecting enclosure equipment

Open the Enclosure equipment family, then select
the Cord management subfamily (for example for
selecting 1 feedthrough).

Selection of the characteristics always starts with
the function, the height, the type and finally area
selection.

Blanking plates can be added to the installation
in the families relating to blocs (data, telephone
or optical).

The Location family for non-catalogue products
is used to reserve locations in the VDI cabinet
for generic active equipment (switches, servers,
etc.).
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The active list can be used to make corrections to the
parts list. If the names of the products are truncated,
you can hide the standard list to free up more space
on the screen (see page 22).

Right-click on the product you want to change, then
select the required operation in the popup menu.

B management panel 19" - 1 U - 7 axes - metal .

B Telephane unit - For patch panel to be equipped - 4-5/7-8 conkacts .
+ M Blanking plake - for pakch panel 13° - black .

B Patch unit - 6 R1 45 connectors - Cak.6 - FTP

Bl e Cable management ks .
=] Bla—5

B Fix "4‘ Quantity | th 200 o

B sl ©N Madfy

M2 o/ Delete

Bl e £ sockets - black .
= il on Post up the compesition of the products b anelidrawer .

B me Hide the composition of the products

B rs iatch panel 19" .

B of B Seethe technical documents Canel/crawer .

. RJ 45 sacket Mosaic Prog - Cat. 6 - FTP - 2 mod - White .
—

Lllegrand

4. Selecting a POE injector

Open the Active Products family and select the Wi-fi,
POE and Switch subfamily.

Selection of the characteristics always starts with
the row type, the category and finally the structure.

= - : ,"j\ 2 o m~
B~
=
m Cos

N
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Selecting products

LCS PRO2 IN PRACTICE > Parts List module > II.
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Modifications
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A. Changing the quantity

To change the quantity of [Fodiication deTa quantite 2
o

Quantity, then use the &

identical products, select ; 3 y
.
|

and .4 buttons to set the

new quantity required. The

cursor or the keyboard o 0 s

(direction arrows) can also

be used.

M Adding LCS units

- Right-click on the line Telephone input unit in the

active list
- Select Quantity in the popup menu
- Change the quantity to 5
- Click on the @ Confirm button
The new quantity immediately appears in the last
column in the list.

B. Modifying characteristics
and options
1. Modifying a device

To modify the characteristics and options of a device,
select Modify in the popup menu. The changes are
made in a window which is identical to the Add a
product window. The list of catalogue numbers [1]
reflects the changes made. The @ Add button is

replaced by the [@ Confirm button [2].

You can make as many changes as you want,
but, as is the case when adding a product, the
subsequent columns can be reset if the options
that were previously chosen are no longer
compatible with the modifications.

Check your data carefully before confirming it.
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C_ Deletion Quantity tobe deleted
e 1 0

The “Quantity” field can be used to adjust the To delete one or more |
number of products to be modified. Thus, if the products, select Delete in the
parts list of your VDI cabinet contains several popup menu. In the window £ e (4 oo
identical products, it is possible to change only that appears, adjust the
some of them by adjusting the quantity required number of products you want
before confirming the operation. By default, the to remove then click on the
quantity is set to the total number of products. 4 Delete button.

It is not possible to delete an associated product
or an accessory directly, as this operation would
delete the main product. The latter forms a
whole together with its associated products. The
Modify option must be used to perform this type
of operation.

Consider configuring automatic saving in the
menu:
Study > Parametrize the automatic backup.

N
~

Modifications

LCS PROZ IN PRACTICE > Parts List module > I1I.
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Introduction
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Enclosures module

When the Enclosures module is opened, LCS PRO? automatically calculates the enclosures with
the capacity to house all the products used in the cabinet. This calculation takes into account the
dimensions of the devices, their fixing mechanisms and the space required to connect them.

The module window shows the choices available and
can be used to select the characteristics and adjust
the reserve.

Depending on the type of enclosure chosen,

LCS PROZ immediately calculates the overall
dimensions and the total height of the elements in
number of Us used, while taking into account the
number of enclosures required.

This information is visible in the upper banner of the
window.

,,,,,,,,,,

Enclosures are classified into several families:
freestanding cabinets, industrial cabinets, etc.

After choosing the family, select the enclosure
type required. The information in the banner on
dimensions and height in number of Us is updated
automatically.

Next select the useful height and the enclosure
width.

The photo can be used to check the type of
enclosure selected but is not an accurate
reflection of the dimensions calculated.

In the useful height column, LCS PRO? calculates
the optimum height, but you can choose the required
height (LCS PRO? will then reinstall the products in
the selected enclosures).
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A. U reserve

Enclosures are calculated with a reserve percentage
expressed in U which can be adjusted with the £2 and
& buttons.

B. Joining

Depending on the enclosure type, horizontal joining
may be possible. This choice will obviously modify
the dimensions shown in the banner.

As when choosing device characteristics, ensure
that you follow the required order when making
selections. Any change in a column results in
the subsequent columnsbeing reset to their
default values.

Lllegrand

C. Enclosures menu

Study  Cabinet  Wiew
o | 05

Caommunication

Definition direction  * |EE ey a) el aleldduli]
= From bottom to top

Direction of installation

By default, the devices will be installed in the
enclosures starting from the top and working down.

However, to comply with the practices used in
some countries, it is possible to install the products
starting from the bottom and working up, using the
Enclosures menu > Settings > Definition direction.

N
0

Selecting the enclosure

LCS PRO? IN PRACTICE > Enclosures module > II.
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Preview module

The preview module displays various views of the VDI cabinet and can be used to make certain
adjustments to it: dimensions of the enclosures, product layout, addition of accessories, etc.

By default the Visualisation module window is
divided into 2 parts:

- The workbench [1],
for putting products down temporarily

- The front view of the VDI cabinet [2].
A third pane [3] is available for displaying the side
view of the VDI cabinet. When the VDI cabinet has

several enclosures, you can choose which one will be
shown in side view.

1. Chassis tab

> 20(

WE\H:[ ®

Front wigw

Ll
b

Il

B
8

b
I

o
I

I

[]

A. Tabs

Les onglets [4], permettent de changer le mode d'af-
fichage
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2. Device tab

3. Door tab

Lllegrand

Fraont wigw

Front wigw

B. Toolbars

HAND TOOL: WORK TOOL: SHOW/HIDE RULERS:
used for moving in the this is the main tool used  vertical markings in U.
preview window. to modify the layout of the
cabinet.
MEASUREMENT TOOL: SHOW/HIDE TEXT
calculates the distance
between two points.

MAXIMUM WIDTH:

adjusts the size of the
display to the width of the
enclosure.

MAXIMUM HEIGHT:
adjusts the size of th

e display to the

height of the enclosure.

MHQ 2T B[#

]

TS

CIEESE:

— LIBRARY:

Choice of additional

TEXT MODE AND DRAWING MODE: SHOW/HIDE

for writing or drawing

anywhere in the module.

MAGNIFYING GLASS TOOL:
left-click to zoom in,
right-click to zoom out.

DIMENSIONS

SHOW/HIDE
SIDE VIEW

VIEW ALL:
adjusts the size of the display to
show the whole enclosure.

accessories.
See page 35.

w
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Introduction

LCS PRO2 IN PRACTICE > Preview module > 1.
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LCS PROZ IN PRACTICE > Preview module > |I.

Return to Contents

C. Tools Menu

The Tools menu includes some of the functions of
the tools described on the previous page.

View 7

?H, Zoom *bﬁ|@

Preferences.., ¥ 300 mm - |P 2(}[8}

Manual movement

Maode
Magnifying glass

Distance calculation

|T Mowvements

D. Printing

By default, when you print the preview ( tool in
the general toolbar), LCS PRO? automatically adapts
the height of the VDI cabinet to the paper format.

The number of pages printed therefore depends on
the width of the VDI cabinet. If you want the complete
VDI cabinet to appear on a single page, tick Print
complete view in the Preferences item in the Tools
menu.

The Print marking option can be used to print
markers above each device. They may however
be illegible on a complete view.

The preview can be exported in EMF or DXF
format by selecting the icon in the general
toolbar.

Modifications can be made either directly with the
mouse using the Work tool, or via the popup menus:
right-click on the item to be modified.

The options offered will differ depending on the type
of enclosure and where you click.

A. Modifying an enclosure

Modifications are limited to the choice of the height
of the VDI cabinet, the options specific to the model
of enclosure and the movement of devices from one
row to another.

e e e =

Eeiimiaie) doimieies] inimipteled (slimiainl

P P o

; @ &dd an enclasure
E Width of enclosure
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B. Modifying an element
of the enclosure

]

Feedthrough row Management panel - 1 U- 2 axes

Pannels to be equipped » Management panel - 2 U - 2 axes
Power supply urit  » Plastic with brush - 101 cipping
Modular > Plastic with brush - 2U dipping
Optical » Metal wih brush - 11

Metal with brush - 200

SWWITCH
SV TCH
SWITCH
SWITCH

D oo oo oo
O o0 Op o

M Inserting feedthroughs

The enclosure can be reorganised by inserting or
deleting feedthroughs.

- Go into Device preview mode
- Right-click on a feedthrough

- In the popup menu, select Create a new row/
Feedthrough row, then select the type of
feedthrough

- Choose the required height

Lllegrand

The new feedthrough will be inserted above the
feedthrough you clicked, shifting the other rows
downwards. The rows of devices which no longer fit
in the enclosure are placed on the workbench.

To delete a feedthrough, select it, then press the Del
on the keyboard.

M Creating or deleting a row

You can create a new row, for various functions,
panel to be equipped, feedthrough, power supply
unit, optical:

- Right-click below the row to be inserted

- Select Create a new row in the popup menu - Tick
the type of row required

The new row will be inserted above the row you
clicked.

To delete a row, the row must be empty and placed
on the workbench. Select the row, then press the
Del key on the keyboard. You will always be asked to
confirm the delete operation.

A row can also be created using a product placed
on the workbench.

To manipulate the rows, go to Device view and
click on the row. You can then move the devices,
supports and rows. Check carefully that the row
is selected before moving.

w
w

Modifying the VDI cabinet

LCS PROZIN PRACTICE > Preview module > II.
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M Options

Options Ligthing set
B 2 Addan enclosure Set of 4 casters
= Enclosure height? Plinth Kit - Height 100 rom

[ Widkh of enclosure > Plirth kit - Height: 200 mm

Cable entry plate - Top - Plastic with Brush - 20 »
Cablz entry plate - Top - Metal with Brush- 20 »
Cable entry plate - Bottom - Plastic with Brush - 2%

Cable entry plate - Bottom - Metal with Brush - 2 »

Thermal management 3

Cable management: Patching extension

Document holder 3 wertical trim plates

Cable management tray (Right)

Cablz management tray (Lefc) '1
| [olg

Front wiew

Specific equipment will appear, depending on your
enclosure model and its configuration.

Simply click to select or deselect options.

The options chosen affect all the enclosures in
your previewed VDI cabinets.

H Enclosure displayed in side view

You can choose which enclosure you want to display
in side view (tool):

- Right-click on the chosen enclosure

- Tick Enclosure displayed in side view in the popup
menu.

M Adding, moving and deleting an enclosure
- Right-click on an enclosure
- Select Add an enclosure

An enclosure of the same type and with the same
dimensions will be added. They are added to the right
of the cabinet.

To move an enclosure:

- Left-click on the enclosure

- Drag it to the required location

- Release the mouse button

A coloured bar shows where it will be inserted [1].

Front view

TuTR A1V AT TS ATaJs A1V AT 5 AToJs o] T [ AT+ Te aToJs 0 [ AT T
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M Adding new LCS units
To add LCS units, you must return via the Parts List

module. Then return directly to the Preview module.

You will see that the new products have been placed
on the workbench. They can then be installed in the
cabinet.

This procedure should be used for LCS units
only. If you add other elements, they may be
incompatible with the type of enclosure already
defined, resulting in an invalid configuration.
Any recalculation of the VDI cabinet in the
Enclosures module will result in all the changes
already made in Preview being lost.

Lllegrand

B Adding additional equipment

Additional equipment is available in the library:
shelves, slides, supports, cable trays.

- Open the library by clicking on the [&] icon
in the toolbar

- Select the type of equipment in pane [1]
- Select the model in pane [2]
- Click OK to confirm.

Shelf

Slide

Back Support

Lateral support

Side - Wire cable tray

Height 24-23 U Height 33 U
[11 [2]
Height -d? u

w
(3]

Modifying the VDI cabinet

LCS PRO? IN PRACTICE > Preview module > II.
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Frant wiew

Bl A A A A A o Ao A oD At

M Installing products in rear view

- Select the product you wish to install and drag it on
to the workbench.

- Click on Front view

* 3
mQ A TP &% ¢ R|m|| @A i | @
Set| o ‘, ‘/ ‘/ y, Frant view
R o
T
TN TN
/ I - . r ’
AN N NN
g P ’ r I I o
A TN T T, T
o 7 ’ ’ I
VINIA D A D |
F ST s 4
VIAALAAD
- oS s
“a X N -, o
7 Ty AT Y
T ~ -
" A P ' s H E-
% T A T T TN |
, / - & #
NI T T TN
v 4
A N NN
e N LN
o /\‘\t —
A NG N
b Y y || |

The product is temporarily placed on the workbench.
To place it in the enclosure, drag it to the required
location on the preview.

The catalogue numbers and quantities required are
automatically added to the list of equipment.
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Rear view

M Drag the product from the workbench onto the
Cabinet Depth 800 mm - |P 20(8)
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B The rear view is displayed
Cabinet Depth 800 mm - IP 20(8)
| -
Riear view
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M Enclosure height

The height of VDI cabinets can be modified in two

ways:

- Using the corresponding option in the popup menu
which displays all the available heights according to
the type of enclosure

- Directly using the mouse by dragging the top or
bottom of the enclosure

If the preview consists of several enclosures joined
horizontally, they will all be modified simultaneously.

When the height is reduced, the rows of devices which
no longer have sufficient space are automatically
placed on the workbench. They must then be
reinstalled in the VDI cabinet manually (page 39).

1. Door view popup menu
D o T el T
- L
Ciptions

Enclosure displayed from side view  F- SWITCH A

3 SWITCH =

2 o
Add an enclosure T

Enclosure height? v B - = t'l-‘
. = =
width of enclosure bR o

fLe .
Cabling Unit ;

Daar.. To turn over the door

M Options

Here there are options specific to the doors [1].
M Door

Option of turning over the selected door.

2. Modifying products

To modify your products, right-click to open the the
popup menu: Modify. As in the Parts list module, the
product characteristics window will appear.

3. Moving

M Moving LCS units

In Device preview mode, LCS units can be moved by
simply clicking and dragging.

The ® sign indicates locations where you cannot
place the device.

LCS units can be moved freely on their row or from
one row to another provided there is sufficient space
and the row is compatible (for example, FTP is
associated with FTP).

This space can be temporarily freed up by moving
devices to the workbench (left-hand pane of the
preview window) or by creating a new row.

If there are a number of enclosures, to move several
devices in one row to another enclosure you must
press the Control [Ctrl) key on your keyboard at the
same time as you move them. If you do not do this,
you will move the whole enclosure.
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M Moving complete rows or rows of equipment

Using the same procedure as for moving LCS units,
whole rows can be moved within an enclosure or
from one enclosure to another.

To do this, select Device preview mode. Click on the
side of the row to be moved and drag it.

To avoid moving products accidentally, make
sure you select the row and not the devices
below it.

If there are a number of enclosures and several
products are to be moved, ensure you press the
Control (Ctrl) key before you make your selection.

The Del key can be used to send a row or

an entire device directly to the workbench,
without any risk of accidentally deleting them.
Everything shown on the workbench belongs
to the VDI cabinet and appears in the overall
parts list.

A coloured bar shows where the row will be inserted.

The ® sign indicates that the row cannot be
inserted at that point. To free up space temporarily,

rows can be placed on the workbench. When

you move a row, the other rows are readjusted
automatically. When moving rows from one
enclosure to another, if there is insufficient space
available, the surplus row(s) are placed on the
workbench.

Lllegrand

W
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Modifying the VDI cabinet

LCS PRO?2 IN PRACTICE > Preview module > II.
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Summaries

The Summary and Project Summary modules are used to draw up the purchase orders and
provide the overall costing or costing per VDI cabinet, based on your personal parameters.
All the documents contained in the study can be printed out to make up the folder.

A. Introduction M Optical cables
This screen consolidates the quantities of cables

calculated by the assistant. You can modify the
pre-filled metre values by doubleclicking on the
table cells.

The Summary module has several tabs which display
various summaries, the costing and the purchase
order for your current VDI cabinet.

l_npti:amahle Equipment List . Equipment Costing, Cabinst Price. Purchase Order. Techrical Summary |

‘Summary - Optical Cable

1. Tabs
M Cords and Cables

This screen contains the quantities of cables and
cords calculated by the Assistant. You can change
the values pre-entered in metres by double-clicking
in the cells of the table.

‘Summary - Copper Cords and Cables

& :recalculate
8 :delete

M Equipment List

This tab shows a complete list of the catalogue
numbers making up the defined VDI cabinet(s).

Summary - Equipment List
Z

Gonety_[Dosaien

| oo iz opesca i SRR E o Coring CeiPice Puchose O Tedvica Suiay s e 20907)
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M Equipment Costing

The Equipment Costing tab can consist of two

windows:

- One for Legrand equipment

- A second for additional equipment, if any is used
(page 58).

The Rate U.P. column gives the unit price of each

catalogue number based on the Legrand price list
included in LCS PROZ

The Net U.P. column shows the unit price for each
catalogue number after deduction of your overall
discount which you must enter in the Discount field
below the table.

Each net price can also be modified individually by
double-clicking on the corresponding line.

Any prices changed in this way are shown in red.

These changes can be cancelled by clicking on the
Return to default costing & button.

The Net total of the Legrand equipment purchases is
updated after each modification.

LT et

Lllegrand

M Purchase order

The Purchase Order tab displays the costed list of
Legrand catalogue numbers used in the cabinet.

If you already have some of these products in stock,
you can delete them or change the quantities you
need to order by double-clicking on the relevant line.

The totals are then automatically recalculated. To
cancel these changes, click on the Return to default
purchase order button &.

e BT

S e

CoppnCvcs s OtealCaio Eapnen Ut Eizoon Cosig Cabt i\ PUERSISOS) Toshivl Sy s for 20907

M Costing

The Costing tab features 3 zones that distinguish the
3 major cost types: equipment, materials, labour.

This tab enables you to manage your margins, in
particular by modifying discount percentages.
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M Technical summary

This page displays general technical information and
a complete description of the cabinet.

This is presented in the form of a tree structure. Its
branches can be expanded or contracted by clicking
on the [#] and [=] signs.

It contains all the catalogue numbers classified by
enclosure and by row.

Comments can be added in the window next to it [1].
These comments can be printed out in the technical
summary document.

2. Summary menu

;;;;; Desciton

Encbareboe. o Desth 90 i
g
Esnas)

1]

Study  Cabinet  View B

o [ =R= K Configuration of the summaty

Printing parameters

Communication

Use only the list of material (Mo cabinets)

The Summary module displays the summary for
the current cabinet.

M Configuration of the summary

Configuration of the summary, 3
Summary default parameters
Discount 0.0018
Cabling suppies 000
Transport 0.00 ¢ Gross margin 000 %

g Confirm B Cancel

CoppoCorts and o Opicl bl Equnon L Equnon Cosig Cat P P O\ Techsal S (e on 2097

Here you can set the parameters for your current
cabinet and for subsequent cabinets, for the
following variables: Discount, Cabling supplies,
Gross margin and Transport.
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M Summary printing parameters

Summary printing parameters @
Summary - Technical Summary Summary - Implementation summary |
Panel - Equipment list Summary - Equipment costing Summary - Purchase Order |
Choice of columns for the cabinets contained in the printing. Il
Equpmentlist | Reference
Factory assembled product > || Description
Cornplementary products Quantity

B B
. J
B

Optional ines of the printing
|_] Cabinet net price excl. of taxes
List of Additionnal E quipment

@ Confim 8 Cancel

Choosing columns for the tables

This window is used to select the data you want to
show when printing all the tabs, and the order in
which you want it to appear.

The fields selected are located in the right-hand part
of the window in the respective tabs.

Use the [* | and buttons to move the fields from
one side to the other. The [*?| and [¢¢] buttons move all
the fields at once.

The [#+]and [= ] arrows to the right of the window are
used to change the order by moving the selected
field up or down. Confirm the printing options by
clicking on Confirm.

Lllegrand

Optional printing lines

Depending on the selected tab, these are used to
select M] or not select [_] a type of information for
printing. This function enables you to make certain
information public.

N
w

Summary

LCS PROZ IN PRACTICE > Summaries > |I.
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Summary

LCS PROZ IN PRACTICE > Summaries > I.
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When you print your purchase order, the
following will be produced:

M A purchase order for the Legrand equipment list

M A purchase order specific to your
factoryassembled products

H A purchase order specific to the additional
equipment.

These two specific purchase orders are only

produced if they have been selected in the

printing parameters.

M Only use the parts list (no enclosures)

This menu is very useful if you want to order
products with no enclosure. The enclosure and
products specific to the enclosure are removed from
the summary.

You can achieve the same result by not using the
enclosures module.

You can export all or part of your Summary
using the ¥ icon. You can choose between text
or CSV format.
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A. Introduction to the module

The Project Summary gives an overall view of your The Project Summary module can highlight a
study. All the VDI cabinets are grouped together, so problem concerning your choice of VDI cabinet.
that you can draw up costings for your whole study,

rather than cabinet by cabinet. Click on the arrow to find out which VDI cabinet(s)

are affected so that you can make the necessary

|-Equipment list, Legrand equipment costing, Purchase order, Commercial summary modifications.

There are several possible causes:
1. Tabs M You have left products on the workbench
M Cabinet list Certain cabinets comprise
This tab shows the variable data dynamically in pioductson the bench
the form of vertical columns. Each horizontal line Cabinets Concerned :
corresponds to one of the VDI cabinets in your study.

Floor distribution block

You can modify the variable data in the bottom part.

The modifications will only affect the cabinets in

the current study. In the transport block you can B You have not been to the Enclosures module

select either Total Study which adds together all the M Or LCS PRO? has not found a VDI cabinet to
transport costs for each of the VDI cabinets, or Total house your products

Fixed Price which will be a total sum allocated to « The previewis invaiid _
transport. A Timephasing box tells you the number for certain cabinets

of deliveries . You will also find this information in Cabinets Concerned :
your commercial summary.

Mew cabinet 3

The banner indicates “the preview is invalid for
certain cabinets”. Click on the arrow to find out
which cabinet is affected.

In the Preview module a red “invalid” block
indicates that your enclosure is invalid.

You must go back to the Enclosures module to
update the products.

‘Summary Study - Cabinet list <

@

=

oOoooog o

N
(3]

Project summary

LCS PRO2 IN PRACTICE > Summaries > II.
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LCS PRO? IN PRACTICE > Summaries >
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M Equipment List
This tab gives you a summary of the complete
list of products in your study. The total quantity

M Purchase order
(see page 41)

‘Summary Study - Purchase order

of each product and its catalogue number are
N N N Reference. Designation Quantity Rate P.U. [Net P.U. Total Net
given. All factory-assembled equipment is grouped - i
e el
together under one heading. To find out the specific o EI -
= I -
composition of the product, click on [+|in the left- = i —
e R R R I
oo L L 2
hand column. e [ o I
R R I
. T |l
= ZRIR: R 2
I T gl el oo
o L 1
foumnay Suo_Eatpmontet I —
ey 051763 150 '10.3000 10,3000 1545.00
- B — B ) B
(X d [Mosaic prog. RJ45 socket - Cat. 6 FTP - 9 conkacts - 2 modules
=
=
=l :
=
= e
e e
=
= T
T
= =
= i
i i
o s
— R — S

M Equipment costing

The Equipment costing tab gives a list of the
equipment with the Unit Prices, Net Unit Prices and
the Net Total (see page 41).

A separate block gives you the same information for
your additional products.

‘Summary Study - Legrand equipment costing

Reference | besignaton Quntty  [Rolepu. [netpU.[Tomnet
= 7| weomn|  mewm|  a@mm
w2706 T S| s =0
= 3 waw| T
2 3 wow| wam 0
Gz E ] ) 7]
G 7 waw| X
= 6 s s Z00]
(652725 [patch panl 10 s - squped 243 45 - 5P - 1U- S cofots 2| wieom|  wiecam w=0]
032725 [Blrking lte - or patch panel 5 777, 7770 wm
G275 [ et =l %] o] en)
(035139 [Earthing - for ALVD1 19" cabrsts - L 280 7 T wena| e X
G [ AT ) ) )
Gz TU-zew T e e S a0]
TGS [Conet VDTS T[7ezoon| 7200 76200}
059665 [ U= 19 @) -For O w5
G W 7.10) 7100 0]
G [ I U
G X ] I I )
578651 [l prog. R4S ket -, 67T -5 cortoks -2 modes - whke T o]  to7ow|  2m00)

Cotine st Equmen Pischase ot Conmercial sy

[P o

Cabinet it Eaionen 4 Logerd caspnent cotng PUEH 6 Conretio oy (Faes o 200801)

B Commercial summary

This tab provides the whole of your study in the form
of a simple summary (for viewing only).

‘Summary Study - Commercial summary
rate ol 1s0s0.13¢
e of caboets s Varte data
Dot Legand Eaprent mmx
Tt et Lepand Eqiment 10s0.13¢ Wig Sephes omx
Grosemagn omx
Lot 17100 f o) 0
Tt et v Easpments oo0e Houy oo ame
o et 10s0.13¢
et e sy e of s Taate
Tl Cabing pples aoe
e Ecuipment urchose 1s0s0.15¢
e s maron aoe
a5l Eqpmert 1s030.15¢
Ttz 0
LR aoe
T Trsport aoe
Catiret 1. Eqipnent . Legord cqipnen costing. Putchase e Coria iy Rt for: 200801)
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2. Project Summary menu
(see page 45)

Lllegrand

B. Modifications

1. Configuring the VDI cabinet list

In the Cabinet list tab, you can select or deselect the
columns to be printed or not printed by right-clicking
on any column.

‘Summary Study - Cabinet list

If you have a large number of columns to select
or deselect, it is preferable to use Project
Summary > Printing parameters, as in the
Summary module.

2. Export

Click on [#] in the menu bar to export all or part of
your Project Summary.

There are two possible formats: text or CSV.

This option is also valid for the Summary module.

N
~

Project summary

LCS PRO2 IN PRACTICE > Summaries > II.
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Printing in Basic mode

LCS PRO2 IN PRACTICE > Folder management > |.
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Folder management

The Folder management module allows you to print documents comprising the study in batches.
This module allows you to print according to your needs:
- Basic mode: for simple and fast printing
- Advanced mode: for custom printing requirements

Use this module to select predefined page layout templates.

EEX

iz New study - New cabinet 1

Study Cabinet Wiew 7

e DEHS BXE| I

Commurication

@

Types of piintings

Selected piints

]

Ful Synopsis

Front view - frame

are

Front view - Detailed frame

Front view - device

Front views - Detailed device

Rleje]

Front view - door

Front view - Detailed door
Rear
Rear

Rear Rear view - door
Side view - frame.

Side view - device

Side view - door
Panel - Equipment list

Summary - Equipment costing

Summary - Cabinet Piice
Summary - Purchase Order

o JO WO JO 1O 0[O

-1 Front page

% For each cabinet

" For the current cabinet

Summary - Techrical Summary

FEE Cabirets st of the study

% List Material of the study

£} | Exvipement figuring ef the study

E7E]

Summary - Implementation summary

FEE Purchase order of the study
[E% Commercial summary of the study
4
> X
¥
=] ] |

Ready

Print options
& Group by cabinet
£ Giroup by type: of document

PN
= Preview
|k Switch to Advanced Made X
UM

Button used to
generate cover

page

Button used to
print current
cabinet only

Button automatically
selected when
module is opened:
prints all cabinets in
study

Button used to
group printout
types by cahbinet

Button used to
group printout types
by document type

Icon used to
display a preview
of your print folder

Icon used to toggle
to advanced mode
for custom printing
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1. Selecting printout types

Select the types of printout that you would like to
print in the left part of the screen in the Printout
types window.

Lllegrand

2. Print preview

Once you have selected the printout types and display
options, click on Print preview (at the lower right of
the screen) to view your print folder.

A window is displayed.

iz New study - New cabinet 1

7
¢laxp/dsle

Then click on |“=®*[ (or double-click on the selected

icon).

The selected Printout types then appear on the right
part of the screen in the Selected printouts window.

- You can delete a printout type by clicking on

- You can also sort printout types in the order your

Norvber of cativats 13

E

wish using the arrows to the right of the screen.

0
i

The print preview mode enables access to
customisation options.

You can return to basic mode by clicking on

N
0

Printing in Basic mode

LCS PRO2 IN PRACTICE > Folder management > |.
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Printing in Basic mode

LCS PRO2 IN PRACTICE > Folder management > |.
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3. Folio management

Click on the Folio Management tab to access folio
customisation options.

You can customise printouts by creating your own
folio templates in portrait or landscape format.

To do so, click on i}
A confirmation window appears.

Click Yes.

A new template appears in
User Templates.

]

You can rename your new template.

Folio templates in portrait and landscape format
appear at the right of the screen.

Now you can customise your folios:

- add or delete text fields

- add or delete image fields

- move/resize text zones or image elements
- etc.

You can customise Folios with the palette of
Template modification tools.

You must customise both the portrait and the
landscape formats.

M Text toolbar

Character fonts

“Tools for modifications of the model

=
o
<]
E
L.<

kK

LIS

B I U
&EE L L | Bd Insert....

I— Study data

il
[l
[

)
L=

<<Mo fillings »
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The Insert menu allows you to insert data specific
to the study, cabinet or printout (company name,
beneficiary, etc.).

It also enables you to insert pre-defined texts (folio
no., date, etc.)

Select the frame where you wish to insert the data
then select it in the Insert menu.

Tools for modifications of the model
I [A]B
e 8l|[——# 5 <
B U | %E | & aofiings  v|[0 & L
& § 5 ‘ Bd Insert...
| Insert information. .. Study properties 3
T project] | [Contract number] 0| [ Insert predefined text.... b Panel properties »
Company logotype [Name of the stuly] Propetties of the impression file ... » ik ]
Fl JFevk o ko] ) [Pev oo ok
[Name of the panel] e folio] P—

The element you have selected now appears in the
desired zone.

W~ T T DA T Fberclg] | (D20 OV OO T e ey Tt |
& = s tn s [ B [revkion noexcy] [ [Pgutsion noks
[Name of the study][Beneficiary Bénéficiaire] [ BT [Fevein ko] @_[Fbvk on ok

e SA [Revision ek al| 0 [Reutsiow ek

E: [Name of the panel] [N falia] b+ rota nun)

In order to appear on the printout, this specific
information must have been entered in the study
properties.

Line thickness

ools for modifications of he model

"HJ -
piiing>  v[0 (5] D

Type of line: full, dotted, dashes, etc.

Lllegrand

These tools are similar to those found in page

layout programs. Their use is intuitive. The graphic
elements added to the diagram are automatically
justified to 2.5 mm-spaced grid [Management grid) to
facilitate their alignment. m

To save changes, click on

To set these new templates as your default folio,
right-click on your template and select Default Folio.

Prining folder  Modifcation of Copy of Fi
- INEEER IGF & ter @~ e

[Name ofthe study]

[Name ofthe cabinet]

o B
=) Predefined models

The default template turns
yellow. P

-] Types of piirfings

To view the new folio, click on to return
to Basic mode.

Then click on Print preview.

LG IEF G ows @ Sle

(3]
-_

Printing in Basic mode

LCS PRO2 IN PRACTICE > Folder management > |.
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Folder management
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l. Printing in Basic mode (cont.)

4. Cover page management Click Print preview to view your cover page.
To generate cover pages, check the Cover page box.
Select the cover page format.

nnnnnnn

Printing in Basic mode

.......

Click on the Cover page tab to access cover page
customisation options.

o]

Customise your printouts by creating your own cover

Then the type of cover page: one cover page for the
page templates.

entire document or a cover page before each cabinet.
Cover pages can be modified the same way as folios

(see p. 50).
You can also set a cover page as the default template
(see p. 51).

To view changes, click on = to return to Basic
mode.

Then click on Print preview.

LCS PRO2 IN PRACTICE > Folder management > |.
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l. Printing in Basic mode (cont.)

5. Printing a folder
When you have finished customising your folder, you can print a hard copy or generate a PDF file.

In Basic mode,
click on Print preview
(in the lower right corner of the screen).

To print, click on &

LCS Pro? adapts printouts to the paper format (A0, A3, etc.).

To generate a PDF, click on [I

This will produce an electronic file that you can send by email, for example.

LCS PROZIN PRACTICE > Folder management > |. Printing in Basic mode 3 ‘
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Printing in Advanced mode

LCS PRO2 IN PRACTICE > Folder management > II.

Return to Contents

Use this module to select predefined page layout templates.

¥: New study - New cabinet 1 *
Study Cabinet View 7

[+ DB |@axXpE|la4s|e

[~ Dee aE]

N O U T -] | @

Select a print model

x

5
g
2

o
&
£
£
o

elect & pint model
€ Modsl user

|- ' Predefined models

- Summary model

g Preview model
@ Curent enclosure mods|
A Study model

fo Legrand 2001-2009 - LeS]Pro French Version 2.1.09 - English

-

Templates
selected

Predefined
templates

Page preview
screen
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1. Selecting elements

You can choose predefined templates by double-
clicking on one of the templates proposed: summary,
preview, diagram, current cabinet or study.

The selected Templates appear in the upper part of
the window.

You can also define a custom folder where you
choose the printout types you would like to print.

Right click on User templates then on New
template.

Rename your template then double-click or drag and
drop the printout types into the upper window.

To set this new templates as your default, right-click
on your template and select Default Template. The
default template turns yellow.

Study Cabinet Yiew 2

[+ DEde|axe|[34]e |
HR D& e | BD| B X AR @ e \Q\_ A [Fullwidin
Hew model R

€] Full synopsis

Printing folder =)

Caution, the cabinet]

2 List of LEGRAND equipy

[ Refaranos

== [ cie)

[SESTES] f=ble rred

== Foner

OTEID Fiee oot

[FE=SFEY v optis

0F512 foetic fi
ou can madily the made by cicking or the bution: F===t) Pt A
“Modiication of the model” =3 Eqiesd

=G Model user = Freiegterd
H 4 New model [E= ot per ]
=@ Fredefined models OFEE =ch i
@ Summany model = ﬁm‘
- _Preview mods| B m«w
¢ Curtent enclosure model Er— :ébr;fl
@ Study model — e
e ning ki
04477 [Flat wine
oEor Ficec ol
o e

OE17E =hch
orES a5 =

fo Learand 2001-2000 - LCS-Pro French Yersion 2.1,00 - English _pea
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To delete an element, simply select it in the upper
window then use the Delete button on your keyboard.

Right-click on any cabinet to view its properties.

Click on an element (diagram, purchase order, etc.)
to access the properties of the element in question.

Caution! Depending on your selection, the number of
pages making up the folder can be significant.

| Printing folder - Preview of Summary model

J&|Da@|ﬂ|:||@g [FL M oo [[g8] 5 2 [Falwen

Summary model
=0

ﬂ Parel - E Properties

Equipimen
Ta fold up everything

| B ﬂ List Material o To unfold everything

1 printing folder &

[ Reference
TEres G cate- ot
[ == nonson
=T Fover cer B
EESE Sibre otk dovd
TEIEIL Ribre opt o
TS [etical fiore oo
EES [Frfica fiore 1=
=] Eairesdpns
e [rasptens it

Import and export:
You can import and export templates

under each tab.
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Printing in Advanced mode

LCS PROZIN PRACTICE > Folder management > II.
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Printing in Advanced mode

LCS PRO2 IN PRACTICE > Folder management > II.
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2. Customisation

You can also customise your templates using the
page layout options (the tools are the same as in
Basic mode, see p. 50) by clicking on B.

By right-clicking on a text zone or an image element,
you can delete, duplicate or change its plane.

4o
L o

L conylipsge
X oo

Ly e

& Godoun

4 Foreground

Pancl - Equipment list

 copvalp
| Mowpage

You can collate two views (for example the
equipment list and a front view) by reducing the
frame of each and dragging and dropping them onto

one page.

2loGae aXpdsle

Printing folder - Modification of Copy of_Current enclosure model

GG ey [ s v | @

Panel - Equipment st
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Il. Printing in Advanced mode (cont.)

3. Printing a folder
When you have finished customising your folder, you can print a hard copy or generate a PDF file.

To print, click on &

LCS Pro? adapts printouts to the paper format (A0, A3, etc.).

To generate a PDF, click on iI

This will produce an electronic file that you can send by email, for example.

LCS PRO2 IN PRACTICE > Folder management > Il. Printing in Advanced mode ﬂ ‘
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Additional products

The Additional Products family is used to add other manufacturers’ products to the VDI cabinet.

The list of additional products is initially empty. Before a product can be added to the VDI cabinet,

it must first be created by describing a number of its characteristics.

It can then be used in all future studies. It is therefore possible to build a personal library of
products, which is automatically saved and always available, even after LCS PRO? has been updated.

In the list of product families, select Additional M The text entered in the Description field will be
products. used in the Parts list module.

M Information on estimated labour and the net price
ex. tax is used by the Summary module (see page 40).

M Type of marking (modify using the list of
marker letters).

B Symbols. One or more symbols corresponding to
the additional product can be selected. The arrows
are used to organise the order of the symbols.

In the window which appears, click on the New
button then fill in the various fields in the dialogue
box.
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Il. Adding an additional product

Select the product from the list of additional products, then adjust the quantity required and click on Add.
The product is automatically incorporated into the VDI cabinet parts list.

(3]
0

In the Preview module, the product represented by a geometric shape (square or rectangle) keeps to the
dimensions that have been assigned to it.

It acts and moves in the same way as any other product.

Ill. Modifying an additional product

You can modify your additional product irrespective of the module you are in.
Right-click, Modify.
As for any other product, you open its characteristics window.

LCS PRO2 IN PRACTICE > Modifying an additional product
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